
J-596A   Automated Dual Feed for Cap & Socket Snap

Automatic dual feeders for cap & socket ring snaps parts

Stud and post setting machine J-596B sold separately 

Includes laser pointer to easily locate the setting area.

Machine has optical feed detectors to ensure both parts 
are set together so it won't make the setting without its 
corresponding part

Foot pedal operated, leaves both hands free

DIMENSIONS:  Height: 55.5 inches
                          Table Dimensions : 35 inches wide 
                                                        x 27.5 inches deep
                          Weight: 300 lbs
                          Throat Depth: 7 inches

TECHNICAL SPECIFICATIONS:  110 Volt
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J-596B  Automated Dual Feed for Stud & Post Snap 

Automatic dual feeders for cap & socket ring snaps parts

Stud and post setting machine J-596A sold separately 

Includes laser pointer to easily locate the setting area.

Machine has optical feed detectors to ensure both parts 
are set together so it won't make the setting without its 
corresponding part

Foot pedal operated, leaves both hands free

Easy to operate

DIMENSIONS:  Height: 55.5 inches
                          Table Dimensions:  35 inches wide x
                                  27.5 inches deep
                          Weight: 300 lbs
                          Throat Depth: 7 inches

TECHNICAL SPECIFICATIONS: 110 Volt


